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Executive Summary

“The scientific debate on the causes of global climate change is basically over —
the focus has turned to action”

- Jonathan Lash, Director of the World Resources Institute

This report addresses four questions.

How much net €O, is public transportation saving in the U.S ,from the current level of

services béing offered?

: How much additional €O, savings are, possuble if mcremental pubhc transportation passenger -
=l loads are increased? .

What is the significance of non-public transportatmn commuter use at a househotd 1evel and

what can households do to save additisnal €o;?

Are there favorable land:use impacts that public transportatlon cnntnbutes to that result m .

positive environmerital and socral benefits? i ;

Answers to these questions show that pubiic transportation is a highly valuable asset for
reducing global warming.

1. How much net coz is public transportation saving in the U.S. from the current
level of services being offered?
Answer: Public Transportation is a net CO, reducer; saving 6.9 m:mon metric tonnes
in 20085,

In 2005, public transportation reduced CQ, emissions by 6.2 million met'ri’c tonnes. If
curent public transportation riders were to use personal vehicles instead of transit they
would generate 16.2 million metric tonnes of CO,. Actual operation of public transit
vehicles, however, resulted in only 12.3 million metric tonnes of these emissions. In
addition, 340 million gallons of gasoline were saved through fransit's contribution to
decreased congestion, which reduced CO, emissions by another 3.0 milion metric
tonnes. An additional 400,000 metric tonnes of greenhouse gases (GHG) were also
avoided, including sulfur hexafluoride, hydroﬂuorocarbons (HFC) perflucrocarbons, and
chlorefluorocarbons {CFC).

This study estimated the following benefits of public tranSportatlon in 2005 in reducing
congestion and this nation’s transportatlon CO; emissions:

Carbon dioxide emissions from personal vehicles if no tranmt 16.2 millian
service _ _
| Carbon dioxide emissions from public transportation -12.3 million -

$8 MNet carbon dioxide saved frem public transpartation ‘ 3.9 million
| Additional carbon dioxide saved from transit reduced congestion | +3.0 million
Total ¢carbon dioxide savings from public transportation 6.9 million

The above referenced 8.9 million metric tonnes of CO, exceeds the transportation CO,
emissions that exist in the sparsely populated states like North Dakota (6.3 miillion metric




tonnes) and a more densely populated state like Delaware (5.0 million metric tonnes),’
{Environmental Protection Agency [EPA] 2007).

2. How much additional CO, savings are possible if Incremental public
transportation passenger ridership Is increased?
Answer: A solo commuter swifching his or her commute fo existing public
transportation in a smg!e day can reduce their CO, emissions by 20 pounds or more
than 4,800 pounds in a year.

An average private vehicle emission rate is about 1.0 pound of CO'Z per mile. An
automobile driven by a single person 20 miles round trip to work will emit 20 pounds of
CO,. Thus, the savings by using existing service would be about 20.0 pounds of CO; per
daily trip. As passenger loads increase on public transportation, there may be only a
slight increase in CO;, much less than driving to work in single occupancy vehicles
(SOV). Over the course of a year, an individual could potentially reduce their CO,
emissions by more than 4,800 pounds (assuming 240 days of transit fravel per year).
This represents slightly more than two metric tonnes of CO, or about ten percent of a
two-car family household's carbon footprint of 22 metfric tonnes per year. In contrast, if
one were to weatherize their home and adjust their thermostat the carbon savings would
be approximately 2,800 pounds of CO, Other comparisons include replacing five
incandescent bulbs to lower wattage compact fluorescent lamps (445 pounds of CO, per
year), or replacmg an older refrigerator freezer (335 pounds of CO, per vear.

3. What is the significance of using more public transportation at a household
level and what can households do to save additional CO,?
Answer; Pubiic transportaﬂon is also effectfve in reducmg household CO, emissions
and cost. :

One of the most significant actions that household members can take {o reduce their
carbon footprint is to use public transportation where it is available. The annual use of an
automobile driving an average of 12,000 miles per year and with an average 22.9 miles
per gallon (MPG) consumption emits 4.6 metric tonnes of CO, per year (one metric ton is

“equivalent to 2,208 pounds). Househelds that have a sport utility vehicle (SUV) or light

duty truck drive and drive an average of 14,500 mlies per year with an average MPG of
16.2 emit 7.9 metric fonnes per year.

The carbon footprint of a typical U.8. household is about 22 metric tonnes per year.
Reducing the daily use of one low occupancy vehicle and usmg publlc transit can reduce
a household’s carbon footprint between 25-30%.

4. Are there favorable land use impacts that public transportatlon contrlbutes to
that result in positive environmental and social benefits?
Answer. Public transportation provides many benefits that go beyond energy and
CO, savings — as lransit assels are being used to accomplish these important
functions. .

! hitpe/iwww.2pa.goviclimatachange/emissions/downloads/CO2EEC_2003,pdf
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Investments in public transportation have the benefit of supporting higher density Jand
uses that allow for fewer vehicle miles of travel. While it is difficult to precisely measure
this impact, a number of studies have attempted to estimate the relationship between
transit passenger miles and vehicle miles traveled (VMT) reduction as a proxy for this
effect. The results range from a reduction in VMT of between 1.4 miles and 9 miles for
every transit passenger mile traveled. The outcome would be more efficient use of
roadways, reduced road maintenance, shorter highway commute tlmes and reduced
need for street and off- street parking.
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Background and introduction

This report is organized into the following sections:

1. An overview of sources and trends in U.S. mobile GHG emissions;

2. Trends in VMT, congestion levels, annual hours of delay, and cost of delay are
presented for major urbanized areas. This includes a review of trends in passenger
miles traveled on public transportation;

3. The primary causal factors stimulating travel and GHGs are reviewed including the
rise in U.S. gross domestic product (GDP) and the relatively low real prices of
gasoline; .

4, Public transportation’s contribution to reducing CO, emissions; and

5. An overview of the potential role of public transportation in future carbon exchange
programs. :

There is a need to reduce CO, emissions in transportation, but selected key indicators
show trends in the other direction. '

U.S. Mobile Greenhouse Gas Emissions, 1990~2004

U.S. GHGs from fransportation represent 33% of total U.S. GHG emissions.2 As shown
in Table 1, GHG emissions from mobile sources have grown 29% from 1990 to 2004.
This represents an average annual compound growth rate of almost 2.0 percent. The
table also shows that CO, represents over 95% of total GHG emissions from mobile
transportation. ' ' C ‘

Table 1. U.S. Greenhouse Ga_s Emissions from All Mobile Sources (Tg CO, Eq.)

0, 1476, 3 | 1782.3 | 1768.1 | 18131 | 1815.5 | 1870.4 +27%
CH, 45 | 4 331 31| 9| a8 2.7 -40%
N0 42.7 . 52.1 48.9 46.4 | 4.7 | 416 -3%
HFCs - . 32.6 36.1 38.9 #.2.f 450 +100%
Total* | 1523.4 0 | 1870.3 | 1856.2 | 1901.4 | 1903.1 [ 1959.8 +29%

*Doas not include irtemnational bunker fuels

Source: Inventory of U.5. Greenhouse Gas Emissions and Sinks: 1980-2004, U.S. EPA, 2006, U.8. DOT Center for
Climate Change and Environmental Forecasting: Data

As shown in Table 2, automobiles and light trucks are the largest sources of GHG
emissions from mobile sources and together represent more than about 60% of total
mobile source GHG emissions. The growth in emissions is primarily the result of
increases in emissions from SUVs and light duty trucks. CO, emissions from
automobiles increased only 1.8% from 1990 to 2004 while emissions from trucks and
light duty vehicles increased 64% during this same period. '

2 hitp:/www ala.dos.govioiali 1805/ggrpt/pdifchapienz. pdf, p. 16.




BT IO

e e b

Other GHGs of CH, and N,O emissions also result from fuel combustion. HFC emissions
are associated with motor vehicle air conditioners. '

The CO, emissions reported are based on the carbon content of the different fuels used
for different transportation vehicles such as gasoline, diesel fuel, aviation fuel, and
residual fuel oil. Subsequent calculations are performed to estimate the share of
emissions atfributable to different vehicle types and uses.? ]

Table 2. U.S. Greenhouse Gas Emissions .from Mobhile Sources, by Vehicle Type
(Tg CO, Eq.) . :

Cars 6469 | 618.3 | 660.1 - 661.9 | 675.9 | 6544 | 658.7
Light Trucks 3313 | 413.2 | 4825 | - 4845 [ 4955-] ©528.6 | 543.6
Other Highway 2345 | 2426 | 350.1 348.4 | 362.0 | 3591 | 377.1
Aircraft b7 | 732 | 195.30| 1854 | 176.7. | .173.6: ".181.5 :
Marine 44,1 51.7 55.6 48.6 57.6 50.2 | 54.9
Lacomotives 382 [ 34 450 [+ -45.2| 45.6.] 4759 - 50.3
Mobile Air Conditioners - 8.9 32,6 36.1 38.9 1.2 45.0
and Refrigerated .

Transport )

Other b 493 | 1007 49.1 461 | .49.2. ] 485 48,7
Total* : 1523.4 | 1640.0 | 1870.3 1856.2 | 1901.4 | 1903.1 | 1959.8

Sowrce: [nventory of U.S, Greenhouse Gas Emissions and Sinks: 1990-2004, U.S. Environmental Protaction Agercy,
2006, U.5. Department of Transportation Center for Climate Change and Environmental Forecasting: Data

U.S. CAFE standards alone do not adequately deal with the rising emissions from the
rising levels of VMT. If the growth rate of VMT continues at historical growth rates, the
transportation share of GHG emissions will nat decline. Recent reports indicate that the
time when' the planet might be near Irreversible global warming has been moved back
from stabllization targets of 2025 to within the next ten years. r

For a more detailed review of climate change events and risks, see Appendix A.

? CO; emissions data are raported in the commonly used “million melts tens” units piven s widespread use and more cowenient comparisons of various fuel
consumplion data having diffarent molecular weights, See a discuasion of the use of metic fonnes vs. the malecular weight of various GHG emissions at:
htt/fwww.ela.doe.govipial!1808/099rpt/emission_box.himi, : .




Trends in Travel

Figure 1 shows the rise In total daily VMT. The data show that VMT on freeways and
arterials increased an average of 3.6 percent per year between 1982 and 2005.

Daily VMT in Urbanized Areas, 1962-2005

m -
35M -

.E§ M

I-E-s 25M ..
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5 5 o ) ) o
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Source Texas Transporiation Institute, 2005 Congestion Study.

*Nota: This chart represents daily VMT on freeways and arterlals for urbanized areas iucluded in the study; It Is different
frorn national totals.

Flgure 1. Total Daily VMT Trends for Urb_anjzed Areas in U.S. in Miliions, 1982-2005
in Thousands

This growth has led -to increased stress on the transportation system, including an
increase in the total daily delay hours spent in traffic congestion as illustrated in Figure
2. Daily commuter congestion has been Increasing an average of 7.5% per year,
according to the Texas Transportation Institute (TT1).




Annual Hours of Total Delay (000}, 1982—2005
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Source: Texas Transportation Institute, 2005 Congestion Study.

Figure 2. Total Average Delay Hours for Commuting in U.S. Urbanized Areas

As shown in Figure 3, passenger miles of travel on public transportation have increased
at an average annualized growth rate of 1.3% between 1982 and 2005. {J.S. public
tfransportation agencies have the capability to reduce foreign oil dependency and reduce

CO,emissions. '
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Public Transportation Passenger Miles (Millions), 1982-2005

60,000 -
G000~

Public Transportation
Passenger miles (Millians)
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g

20,000 - -
10,000 -
0 ,

- Year

Source: APTA.

Flgure 3. U.S. Public Transportation Passenger Miles {Milllons), 1982-2005

Table 3 summarizes the 1982-2005 travel trends that have led to significant annual
average total hours of delay, increased peak travel usage, dramatic congestion cost
increases per peak traveler and the resulting growing percentage of travel delay hours
saved by public transportation. Total delay hours average a 7.5% increase per year.
Public transportation fuel savings have been increasing at 3.3% per year. The annual
congestion cost per peak traveler has been increasing at 7.7% per year. These findings
are reported by the Texas A&M University (TAMU) Mobility Study (see Table 3 below).

Table 3, VMT, Public Transit Ridership, Delays and Congestion Costs in U.S.

Tetal Daily VMT ({1000s) 1,669,131 3,726,736 o123 3.5
Annual Public Transportation | - 37,124 49,678 . 4 {127
Passenger Miles (Mils) "o} )
Total Hours of Delay {1000s) 793,737 4,189,956 428 7.5
Annual Haurs of Delay per - 14 38 . 171 | 444
Peak Period Traveler T | I ;
T! Delay Hours Saved by 255,033 541,068 112 3.33
Transit (1000 Hours)
Transit Fuel Savings (Mil Gals) 151 340 " 125 . 3.59
Annual Congestion Cost per 129 708 449 7.69
Peak Traveler {5) [
Source: http/mobility.tamu_edw/ums/congestion_dataftables/complete_data.xis; annual public transportation passenger
miles from APTA

The percent change Is compounded to reach total, not an avarage of the 23 yearly changes.




Factors Influencing Growth in Greenhouse Gas Emissions

Figure 4 below indicates that there is a close relationship between Real GDP and VMT
in the U.S. This progress creates both societal and mobility stresses leading to travel
delays, additional unnecessary fuel burn and higher household costs.

Percent Change of Transportation, Economic and Pnpulaiion Indicators, 1980-2005

i Sy g ..{ .
Licanced Drivers -L ;‘ O DR
Vehicle Mites Traveled ___

1
Motor Veficte Reaistration —_— . E
- T 4 o
Real GDP -—-—-—-—-.- 8
R e A R

Employmont IS LA j
Population Growth _ } ; z §
0 '20 40 80 100 120
-Percanﬂ:hange

Source: U.S. Government Printing Office, U.S. Statistical Abstract, 2007 and 2006. Includes inﬂat[on adjustment, U.S.
DOT, Highway Statistics, 2005.

Figure 4. The Relationship of U.S. GDP, VMT and other Travel Indicators from 1980
to 2001 (in Percent) :

Part of the increase in work-related and discretionary driving has been due to a decline
in the real price of gascline from 1974 to May, 2007, when real prices started to increase
to a high threshold point of showing a net real price increase compared o historical price
levels. The average retall price of gasoline (all grades) as measured by the U.S.
Department of Energy’s {DOE) survey hit a new high of $3.26 per gallon on May 21. This
is a record high in nominal dollars, and is also just above the record-high monthly
average price in real (inflation-adjusted) dollars of March 1981. Figure 5 lllustrates the
real price trends of gasoline from 1870-2006. Disposable income has increased in the
U.S. at a rate faster than gasoline price increases so that households have been able to
accommodate the price increases. :

gl



Doliars Per Gallon
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Source: hilp:/iwww.ela.doe.goviemai/aer/ixt/ptb0524.himi
Figure 5. Real Price of Gasoline in the U.S,, 1670-2006

A large proportion of a household’s carbon footprint results from personal and work-
related transportation. The average American household carbon footprint is 22 metric
tonnes per year (See Appendix C), compared fo a European household of 10 metric
tonnes per year.* Of this, approximately 38% (one car households) to 55% (two car
househoids) of total household CO, emissions are transportation related. Only about
-one-third of travel is work or business-related. If one of the cars were an SUV, the share
would increase to 56% of total household CO, emissions. :

One of the most significant actions that househoid' members can take to reduce their
carbon footprint is fo use public transportation. Today, 78% of commuters drive to work
alene (ranging from 56% in New York State to 85% in Michigan).® The annual use of an
automobile driving an average of 12,000 miles per year and with an average 22.9 MPG
consumption emits 4.6 metric tomes of CO, per year. Households that have an SUV or
light duty truck drive an average of 14,500 miles per year and have an MPG of 16.2 emit
7.9 metric tonnes per year, The average two wage eamner and two vehicle owner
household in the U.S. travels almost 24,000 miles per year. Households could reduce
their carbon foolprint by 25-30% by foregomg a second vehicle and using public

transportation when it is available. : : ‘ ‘

* Sea Appandix C for the build up of the avernge U.S, Household Carben Fooigrint,
*U.S. Statistical Abstract, 2007. U.S. Govarnmant Printing Office, pape 685.
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Potential Role of Public Transportation in Reducing CO,
Emissions

Traveling by public transportation Is less carbon intensive than traveling in a single
occupant vehicle. Partially or more fully ioaded buses and rail coaches are more
environmentally friendly than lower occupancy single vehicles. A single person
automobite traveling one mile emits on average 1.0 pounds of CO..

SAIC evaluated the carbon footprint of the current U.S. transit industry and also
investigated how much carbon mass transit ridership helps avoid. This analysis involved
the following steps:

= Personal vehicle use factors

-— Estimate the passenger miles for work and non-work related purposes in 2005 by car and
light duty vehicles - :

— Estimate VMT by trip purpose and vehicle type

— Take into account average occupancy factors

— Estimate total household VMT and passenger miles by trip purpose

= Calculate transit passenger miles by function and substituted passenger miles by
function '

— A total of 49,678,000,000 miles were reported in the APTA 2007 Public Transportation
Fact Book.

-~ The ratio of work and non-work travel miles are estimated and linked to vehicle mode and
occupancy levels C ' . - T
— Calculate substitute gallons
— Caiculate substituted carbon A
* The energy and carbon footprint for the transit industry was caiculated based on the

2007 Public Transportation Fact Book fuel volumes.

— A standard coefficient of 1.341 pounds of carbon dioxide emissions was used for every
{kilowait hour) kWh consumed by public transportation to arrive at a carbon footprint
estimate, This is the 2000 emissions estimate suggested by DOE.®

— The total public transportation related carbon emissions were calculated

— The direct substitution of transit for private vehicle travel saved was calculated and the
snapshot one year — 2005 net carbon savings from mass transit was calculated.

Assuming in 2005, i all travel that occurred on public. transportation were to be
completed instead in private vehicles, this would have resulted in an additional 16.2
million metric tonnes of carbon dioxide. Public transportation’s carbon emissions were
12.3 million metric tonnes, or 4.0 million meiric tonnes less than would have been used
by personal vehicles. In addition, the use of public transportation reduced congestion
levels to the effect of saving an additional 340 million gallons of gasoline, which equated
to another 3.0 million metric tonnes of CO; reduction. This results in a net CO, emission
reduction of 6.9 milion metric tonnes when the avoided congestion fuel consurnption
due is included. An additional 400,000 metric tonnes of additional GHGs were also
saved, including sulfur hexafluoride, HFCs, perflusrocarbons, and chlorofluorocarbons.

* Note: The aclual carbon dioxide emissions for a transit system for each KWh consumed will vary by region and utility depending on the mix of primary energy
used {0 generate a kWh. EPA and DOE do raport on the carbon content of electriclty by state,




The above referenced 6.9 million metric tonnes of CO, exceeds the transportation CO,
emissions that exist in the sparsely populated states like North Dakota (6.3 million metric
tonnes) or a more densely populated state like Delaware (5.0 million metrtc tonnes),’
{Environmental Protection Agency [EPA] 2007)

Appendix B presents the spreadsheet oontainmg these calculatlons Table 4 presents a
summary of the calculations.

Table 4, Net U.S. Transit Industry Savings in Metric Tonnes

Metric Tonnes of CO, Private Vehicles . 6,229,313
Metric Tonnes of CO, Transit Fossil Fuels SR {5 8/699,959
Metric Tonnes of CO, Transit Electricity . ' 3,621,004
Total Transit CO, Metric Tonnés : et 12,310,964,
Savings Transit Direct Substitution co, Metric Tonnes : 3,908,349
Metric Tonnes of CO, Private Vemctes Extra-Miles Saved by Trangit = . 3,020,424
Congestion Reduction -~ - . o [

Investments in public transportation also have the benefit of supporting higher density
land uses that ailow for fewer vehicle miles of travel. While it is difficult to precisely
measure this impact, 8 number of studies have attempted to estimaie the relationship
between transit passenger miles and VMT reduction as a proxy for this effect. Table 5
shows from various studies the Jmpact on personal VMT per transit passenger mile. The
estimates vary by urban area and transit zone or corridor. :

Table 5. Mass Transnt's Contribution to Reduced VMT per Transit Passenger Mile

Pushkarev-Zupan NYC, Chicago, Philadelphia, | 4
; San Francisco, Boston, and

Cleveland

Newman- Boston, Chicago, NYC, San - 2.9

Kenworthy Francisco, Washington D.C : N

Newman- 23 Developed country cities 3.6

| Kenwaorthy

Hotzclaw, 1991 5an Francisco and Walnut .+ B " 4
Creek -

Holtzclaw, 1994 San Francisco and Walnut, 9 1.4
Creek )

MTC/Raft 2010 ) ‘ ' 4.4

Littman, 2004 | 50 targest LS. cities 2.4

Saurce *; hitp/iwww.brook.edwmatro/spesches/puentes20070116_lehigh.pdf

! htip=Hwww.epa.govicimatechanga/eniesions/downlosds/CO2FFS_2003,pal,

® Puentes, Rabei, 2007, 'Down by the Station: Exploring the Banefits of Rail Transit in the 21st Centyry”, Tranupmatun Fornum, Bethlehem. FA, 16th January
2007, hitp:/iweww.brook edu/matro/speschas/puentas20070116_jehigh.pdf.
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GHG emissions from the U.S. transportation sector can be signlificantly lowered by
converting vehicle miles of travel into transit passenger miles. Increasing rail or bus use
is a practical method of reducing €O, and traffic congestion. To optimize mass transit’s
competitive advantages in ferms of speed, convenience, and desirability, urban and
suburban planning and design are required to encourage greater use of public
transportation. There are a number of examples and case studies in public
transportation of recent initiatives that have been successful in accomplishing this.
Examples include the following: :

L1l

The King County/Seattle/Metro Transit has embarked upon an ambitious “Transit
Now" program to add 60,000 additional riders for Metro Transit buses. King
County/Metro Transit's use of blo-diesel is expected to remove an estimated 22,000
metric tons of carbon dioxide generated by transit vehicles in the coming year. That's
the equivalent of removing 2,800 vehicles from King County roadways. King
County/Seattie/Metro Transit is @ member of the Chicago Climate Exchange (CCX).
This requires a commitment to reduce their carbon footprint by 6% from the base
year for measuring emissions (1998-2001 CO;zemissions).

The transit system in Grand Rapids increased work-related ridership from 48 to 61%
over the past 10+ years. In addition, Rapid Central Station in Downtown Grand
Rapids, M| became the first transit facility to obtain basic Leadership in Energy and
Environmental Design (LEED) certification status.® The 51,000 square foot (SF), 21
bus transfer facility includes an undulatmg roof structure, recycled glass ﬂoonng. low
E glass, and a roof garden system for added insulation.

The New York Metropolitan Transportation Authority (MTA), New York City Transit
has reported significant increases in subway ridership and a corresponding reduction
in energy use per passenger miles traveled. MTA passenger ridership increased

.8.5% on New York Subways from 2000 to 2006. Energy use declined 7.5% per
passenger and 6% per mile as shown in Table 6. Also, with 100% of MTA Long

Island Bus already converted to compressed natural gas (CNG), it is anticipated that
limited growth of CO, output will occur from 2000 to 2006. With fleet expansion and
the conversion of buses from diesel to 100% CNG projected, CO, emissions are
expected to significantly decline by 2010. Finally, MTA NYC Transit expects to have
up to 40% of its bus fleet converted to hybrid buses by 2010, further contnbuhng io
the decline in CO; emissions. _ _

1.8, Grean Building Council, Leadesship Irs Enengy and Environmental Dosign Rating Systern. See; hitp/www.usghe.org/ .
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2000  [1,384,079,000 | 2,200,300,000 |
2001 1,405,300;000 2,223,300,000 1,58 6.6 -
2002 1,413,200,000 2,250,100,000 1.59 6.5

" 2003 11,384,089,000 2,205,400,000 ¢ i 1,59 63 °
2004 1,426,040, 138 2,226,300,000 1.56 6.3
2005 - 11,499,109,242 |- 2,245,400,000 1.50 6.4
2006 1,499,000,000 2, 183,500,000 1.47 6.2

Source: SAIC Analysis for MTA Carbon Footprint. March 2007.

Additional fransit agencies such.as New York MTA and New Jersey Transit have
undertaken studies to baseline their carbon footprint and to forecast future carbon trends
between 2007 and 2010. Miami-Dade County recently passed a resolution to join the
CCX for direct emissions which pertains to direct combustible fuels. Many transit
agencies are purchasing lower CO, emitfing hybnd buses and usmg B20, a bto—dlesel
fuel mix te help reduce CO, emissions.

Potential Role of Public Transportation-in Carbon Exchange Programs

Public transportation faces a dilemma in the years ahead. Agencies must expand
services to attract riders and claim the benefit of reduced carbon emissions from
resulting reductions in vehicle miles of travel. Right now, the CCX rules require members
to show a net 6% reduction of base 1998-2001 carbon emissions. The baseline
emissions and annual tracking must be based on verifiable fuel and electricity records
from the base year to 2010. This is a tough requirement for many transit systems to
meet as they are seeking to increase passenger numbers and use. Just acquiring the
data could be a major effort especially for non-street or non-rail uses. The remaining
data requirements apply to acquiring bills for the garages, depots and office facilities.
Another critical factor is how well the fleet capital and operating forecast will conform to
operational services. Errars of greater than 6% over four years could easily swing the
outcome of an agency being net seller to a buyer of carbon dioxide units. '

Mechanisms for transit agencies to shrink their carbon footprint include:

1. Improved fleet maintenance with more rigid controls of combusuon efficiency,
operations, and tire pressures

2. Use of bio-diesel

3. Use of hybrid buses

4. Use of CNG buses

Many transit agencies have major purchasing programs underway tc acquire new fleets
that are much more efficient, Small adjustments in any of the above factors can swing a
purchase to a sell opportunity for CO,.




Some fransit systems are considering membership into the CCX and are engaging in
studies to evaluate what the cost exposure is for having to buy offsetting carbon credits
should system expansion require purchases to be six percent below base 1998-2001
levels. Right now, the cost of CO; in the U.8. is exiremely low — about $0.03 per metric
tonne.'® Often transit agencies will do their economic assessment on a $3.25/mefric
tonne implied value or even assume that carbon prices will increase to $10-30/metric
tonne once the U.S. Government creates a system of cap and trade or a CO; tax.

It is unclear what the future price of CO, will be and how this should be factored into

transit system financing and budgeting. But under the cap and trade programs currently

underway in the L.S., the price of SO, in 2005 was trading at $800 per ton and NO, in

the Houston/Galveston area was trading at $40,000/ton. If the U.S. Government starts a

cap and trade program and over time reduces the number of available allowances to

meet carbon reduction targets, the value of carbon dioxide allowances wnll likely increase
- as it has for other regulated pollution sources. ‘

A strategy is underway by some transit authorities to consider joining the CCX and
possibly gain membership to the rules committee. This would help possibly influence a
revision in rules that allows a public transportation agency to offset increases in their
own carbon footprint by the ridership increases that occurred from a reduction of SOV

In addition, there may also be new policies that include tolling, pemmitting fees for
entrance. into central downtown zones, reduced parking, which could help stimulate
additional public transportation use and GHG reductions. There may be occasions
where even large local private employers will develop ridesharing programs using public
transportation. In these cases, there will be a need to clarify how the carbon credits are
split. With the U.S. Conference of Mayors supporting local climate change and with
many state governments implementing green energy purchasing and climate programs
of their own, private carbon exchanges will need fo acknowledge the - potential
significance of these programs and work to allow offsets for public fransportation
expansion and the benefits of reglonal urban CO, reductlons

* Actual price is $3.30 per CFI which is 100 metric tonines. Dividing $3.30 by 100 is three cents. This compares 0 22,16 Eurosimatric lonne which is 530.38 per
metric tonne.

—a
[er



Bibliography

American Public Transporiation Association (2007} On Public Transportation, Energy
Independence and Climate Change: House Committee On Transportation And
Infrastructure Testimony OF William W. Millar, President, American Public Transportation
Association Submitted To The House Committee On Transportation And Infrastructure
On Public Transportation, Energy Independence and Climate Changs, May 18, 2007,

http:/iwww.apta.com/qovernment affairg/aptatest/documents/testimony070516.pdf

American Public Transportation Associatidn (2007} House and Senate Members on
Energy and Climate Change Legislation, May 3, 2007,

hitp://www.apta com/gavernment_affairs/lefters/docu ments/070503baucus.pdf

Canadian Urban Transit Associgtion (CUTA), Public Transit: A Climate Change Solution,
'CUTA Issue Paper No. 16,

hito:/fiwww.cutaactu.ca/sites/cutaactu. caffiles/lssuePaper1 6E.pdf

Evans, Meredydd, Transportation in Transition Economies: a Key to Carbon .
Management, Pacific Northwest National Laboratory (Panel V, 16 - Evans)

http:/Awww.pnl.gov/aisu/pubs/transcmat.pdf

... EPA A Wedge Analysis of the U.S. Transportation Sector Report: (23 pp, 535K,
EPA420-R-07-007, April 2007), httg:f!www.ega.gov/otag!climate!420r07007.gdf

EPA Greenhouse Gas Emissions from the U.S. Transportation Sector: 1990-2003

(EFA420-R-06-003, March 2006}, (68 pp, 1.2MB) .

htfp://www.epa.gov/otag/climate/420t06003, pdf

EPA Emission Facts: Average Carbon Dioxide Emissions Resulting from Gasoline and

Diesel Fuef Fact Sheet: (3 pages, 29K, EPA420-F-05-001, February 2005)

hitp://www .epa.gov/otaq/climate/420f05003.pdf

. EPA Emission Facts: Metrics for Expressing Greenthouse Gas Emissions: Carbon
Equivalents and Carbon Dioxide Equivalents Fact Shest: (3 pp, 35K, EPA420-F-05-002,

February 2005) hitp.//www.epa.gov/otaa/climate/420f05002.pdf

EPA Emission Facts: Calculating Emissions of Greenhouse Gases: Key Facts and
Figures Fact Sheet: (5 pp, 45K, EPA420-F-05-003, February 2005)
hitp://www.epa.gov/otaq/climate/420f05003. pdf

EPA Emission Facts: Greenhouse Gas Emissions from a Typical Passenger Vehicle
Fact Sheet: (6 pp, 54K, EPA420-F-05-004, February 2005)
hitp://www.epa.goviotag/climate/d20f05004. pdf :

EPA Update of Methane and Nitrous Oxide Emission Factors for On-Highway Vehicles
Report (38 pp, 683K, EPA420-P-04-016, November 2004)

17



EPA Light-Duty Autornotive Technology and Fuel Economy Trends: 1975 Through 2005
Report (90 pp, 3.8MB, EPA420-R-05-001, July 2005)

EPA Emissions of Nitrous Oxide from Highway Mobile Sources: Comments on the Draft
inventory of U.S. Greenhouse Gas Emissions and Sinks, 1 990-1996 Reporf (March
1998} (38 pp, 138K, EPA420-R-98-008, August 1998)

FHWA (2004) Transporiation and Air Quality Trends, 4/19/04;

http://planning.transportation. omfsﬁeslglannmgidocs/gfanmng"g’gzomonl'l' ransgortatlon %
20and%20Air%20Quality%20Trends.pdf

Government of Canada (2005}, Moving Forward on Climate Change: A Plan for honoring
our Kyato Commitment, 2005: www.climatechange.gc.ca

Lash, Jonathan {2007) Statement to the, U.8. House of Representaﬂves Committee on
Transportation and infrastructure, May 16, 2007,

http:/fpdf. wri. om10?0516 las_h testimony.pdf

Transport Canada (2001) National Vision for Urban Transit fo 2020
hitp:/ieww.hwen.org/link/tic/TC _vision. pdf '

Transport Canada, (2004) Fue! Sense: Making Flest and Transit Operations More
Efficient, Urban Transportation Showcase Program Case Study 24, www.tc.gc.cafutsp

TRB Transit Cooperative Research Progrem (TCRP) (2003) Mitigating Climate Change
with Sustainable Surface Transportation Report 93: Trave! Matters

http:/fonlinepubs.irb.org/oniinepubs/icrp/terp rpt 93.pdf

United States Department of Energy (2000) Natum! Gas Buses Separating Myth From
fact, www,eere.eneray.gov

"B



Appendix A

Background to Climate Change

In February 2007, the Intergovernmental Pane! on Climate Change (IPCC) reported that
the current atmospheric concentration of CO, and methane (two of the most significant
GHGs) “exceeds by far the natural range over the last 650,000 years”. The majority of
the climate scientific community believes a concerted and coordinated effort must be
made to limit global warming to no more than 2 degrees Celsius above current levels to
avoid the worst impacts of climate change. To limit global warming fo less than 2
degrees Celsius, it is thought that atmospheric CO, concentrations must not exceed
450-500 parts per million (ppm) (the current level is around 380 ppm and rising at more
than 2 ppm per year). To achieve this, global emissions need to decrease dramatically
during this century, perhaps on the order of 80 to 80 percent below current levels by

2050.

The IPCC projects that in 2038, average temperatures across North America will rise by
1.8 to 5.4 degrees Fahrenheit. Half the U.S. population (~150 million) lives in coastal
communities and with sea levels rising off the U.S. coast at a rate of 08- 12 inches per
year, these communltres are at rrsk. :

Worldwide emissions of GHGs have risen steeply during the past 60 years. About
42,000 megatonnes of CO, were released into the atmosphere in 2000 (most recent
data available). Global emissions of all GHGs rose by 7.5% during 1990-2000.
Electricity and heat represent 25% of total global emissions, with land use change and
forestry the second source at 18% globally. In.terms of economic aotrvrty, road transport
was responsible for nearly 10% of globat emissions. :

. The GHG Issue | _

-Many forms of transportation create GHG (including CO,) emissions, both dirsct and
indirect. Given that persanal mobility is a. pre-requisite of economic and modern life the
question arises how to meet the mobility needs of a contemporary lifestyle and yet
reduce direct and indirect emissions of GHGs.

Some GHGs such as CO; occur naturally and are emitted to the atmosphere through
natural processes and human activities. Other GHGs {(e.g., fluorinated gases) are
created by human activities. , .
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«  Carbon Dioxide CO;)—Carbun dioxide enters the atmosphere throug the ummg
fuels (oil, naturat gas, and coal), solid waste, trees and wond products, and also as a result of |
other cherical reactions {e.g., manufacture of cement). Carbon dioxide is also removed from
the atmosphere (or "sequestered") when it is absorbed by plants as part of the binlogical carbon
cycle.

«  Methane (CHJ—Methane is emitted during the production and transpurt of coal, natural gas,
and oil. Methane emissions also result from livestock and other agricultural practices.and by the
decay of organic waste in municipal solid waste landfills.

w  Nitrous Oxide (N;O)—Nitrous oxide is emitted during agricultural and industrial activities, as
well as during combustion of fossil fuels and solid waste.

v Fluorinated Gases—HFCs, perfluorocarbons, and sulfur hexafluoride are synthetic, powerful
GHGs that are emitted from a variety of industrial processes. Fluorinated gases are somstimes
used as substitutes for ozone-depleting substances (i.e., CFCs, HFCs, and halons).

»  (zone—in the troposphere, it is a chemical oxidant, a GHG, and a major component of
photochemical smog. Ozone precursors are chemical compounds, such as carbon monoxide,
methane, non-rmethane hydrocarbons, and nitrogen axides, which in the presence of solar
radiation react with other chemical compounds to form ozone.

~  These gases are typically emitted in smaller quantities, but because they are potent GHGs, they
are sometimes referred to as high global warming petential {GWP) gases (“high GWP gases”).

Trading Carbon on the Chicago Cﬁmate Exchange

Carbon Trading provides flexibiiity to meet a global problem and find least-cost means of
reducing emissions The CCX is a self-regulatory organization overseen by Committees
comprised of Exchange Members, directors and staff. The CCX has a number of
Committees responsible for developing the CCX ‘Rules’ that include: Environmental
Compliance, Farestry, Membership, Offsets, Trading and Market Operations.

The CCX offers a voluntary, integrated GHG reduction and frading system for all six
GHGs, with offset projects in North America and globally that harnesses capital markets.
The CCX operates the main carbon trading platform in the U.S. and the European
Carbon Exchange. Participants pay an annual membership fee to the CCX which gives
them the right to accumulate and trade carbon credits (in the form of Carbon Finance
tnstrument [CFI] units). CCX participants sign on to specific carbon émission reductions.

The practical and strategic drivers of CCX participation include:

s First-mover advantage and building gilobal linkages

= Qefting ahead of the currently disparate regulations and prepare for inevitable
national policy and regulations

* Reduce long-term mitigation costs

» Build carbon price into decision-making of operators and planners

» Trading profits, possible early action crediting.

The carbon market architecture includes the following:

*  Phase I: Members made legally binding commitments to reduce or trade 1% per year
from 2003-20086, for a total of 4% below baseline.

*  The baseline is the average emissions from 1998-2001, emissions in 2000 (Phase Il)
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The market architecture for the current Phase [l includes the following:

Phase )I: Members made legally binding commitments to reduce or trade 1.5% per
year from 2007-2010, for a total of 8% below baseline.

The baseline is the average emissions from 1698-2001 or emissions in 2000
Economic Growth Provision limits recogmzed emission increase to 3% above
baseline 2007-2010 :

Graphically this can be portrayed in Figure 6.

GCX CO; Sched‘u.l.euneductiml. Targets by Year anﬂ A&idum

100%
95%
98%
7%
88%
95%
8%
83%
92%

Baselina 2007 2006 2009 2010

Source; CCX

Figure 6. Reduction Schedule for Phase Il Members

The CCX Operations include:

Use of continuum emissions monitoring (CEM) and World Resources Institute
(WRI)World Business Council for Sustainable Development (WBCSD) smission
calculation methods

CCX Registry: official holder, fransfer mechanism for CCX CFls

Trading platform integrated with Registry _
National Asscciation of Securities Dealers (NASD) provides market surveillance and
emission verification. ' :

Transit agencies wishing to participate in the CCX should complete in advance a carbon
footprint consistent with CCX rules which basically requires a review of fuel and utility
bills from 1988-2006 and then projected energy use from 2007 to 2010. Forecasts of fuel
and utilities should take into account capital expenditure plans including bus and rail
plans in order to insure that any possible variance in these plans is accounted for.
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Issues Related to Transit’s Participation in Carbon Trading

Public transportation must deal with a number of contending issues related to positioning

" itself to take advantage of, and limiting Iis risks associated with, the drive to reduce the
carbon footprint of transit systems, divisions and how they apply to urban transportation

congestion in major urban regions: ' :

1.

2.

Expansion of routes and passenger volumes often lead to higher absolute energy
use even though the emissions per passenger or car mile may decline.

Transit agencies operate in a larger area carbon footprint that contains other
substantial emissions from manufacturers, businesses and other modes of
transportation. Urban mass transit could cost effectively heip reduce a regional areas
carbon footprini but unfortunately experience a growth in its own carbon footprint.
Urban transit agencies comprise many different segments of businesses such as
intercity raif, regional rail or light rail, urban bus operations, and para transit. Each of
these business areas has their own historical and projected carbon foolprint. To
develop a strategy it is critical to know how different areas of operations contribute to
growth or decline in the agency’s carbon footprint. Depending on the type of
governance of a transit agency, there may be an opportunity to enroll a segment of
the transportation authority rather than the entire agency if it is more likely that an
agency will meet CCX carbon reduction reqmrements

One of the challenging elements of creating a carbon foatpnnt is to determune the
carbon baseline back to 1998 or. use a single year of 2000 and to report the annual
historic energy consumption volumes for each year to 2006 and develop a reliable
and valid forecast for 2007-2010. It is also important to obtain the build up data
associated with fuel forecasts including fleet change out rates, MPG rates and
passenger carrying forecasts.

Key factors that can alter a forecast are the train and bus fleet operational plan,
capital plan and significant changes in traction and non-traction operational projects.
The CCX is seeking urban transit agency membership. For membership, the CCX is
going to encourage agency participation on the rules committee. This involvermnent
will provide an opportunity to provide input on future rule changes refated to transit
industry operations. Such participation will not have an immediate impact an some
rule provisions like an absolute reduction on agency fuel use and carbon emissions.
However, CCX says that participating on the rule committee could help make
changes on future rule. The current rules require that all combustible fuels including
fleet fuel and energy use and other anmllary combustible fuels be accounted for. This

may be difficult to acqmre
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7. The cost effectiveness of transit's participation in the CCX may rest on the
determination of the net increase or reduction in carbon offsets or purchases on an
annualized basis over the 2007-2010 time period. Factors to include in this
assessment are:

* The cost or value of the carbon units purchased or saved respectively,
* Benefits that possibly accrue to the larger carbon pool in the region that the
~ transit agency can claim, _
» The operational and capital costs and savings associated with fleet operations.

8. There is no standard methodology developed to value these additional cost effective
factors.

Public transportation needs to assess the potential benefits and risks in joining the CCX
as it now stands and how the rules need fo change to better reflect the net benefits of
increasing transit ridership as a means to cutting GHGs.
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Appendix B
Outline of Calculation of Transit Carbon Dioxide Savings in 2005

Step 1: Emissions from Personal Vehicle Travel To Substitute for 16,229,313

Transit Travel ‘ A
‘Step2; COpEmissions from Transit Travel . - . . oo Sin | 612,320,964
Step 3: CO, Emissions Savings from Transit Travel Instead of Personal 3,908,349

Step 4: COpEmissions Savings from Fuel Savings Due to Transit Caused o 3.020%‘.‘_‘24

Step 5: Total CO; Emissions Savmgs From Transit in 2005 6,928,773

Vehic le Travel

Congestion Reduction.

Step 1: Delarmine CO;. emissions from personal vehicle trave! that would substitute for

A

transit trave!

Obtain transit passenger miles of travel to be substltuted for: 48, 678 million
passenger miles. See (APTA 2007a)

Determine adjustment for tnp purpose. 55% of transit trips are for work and 45% for
other purposes. See (APTA 2007b) Load factors for personal vehicles for
comparable trips are 1.08 for work and 1.90 for other. See (FHWA 2004)

Determine personal vehicle miles needed to substitute for transit travel. Method:
Obtain average load for replacement personal travel from data on Line B and divide
into passenger miles. Result: 37,034 miilion personal vehicle miles.

Determine fuel use for pérsonal vehicle miles. Average MPG for automobile 22.9, for
light trucks 16.2. (See FHWA 2005.) Method: multiply by proportions from Line B.
Result 1,830 million gallons.

Determine emissions from substitute personal vehicle travel. Method: Multiply
gallons times CO; emission rate for gasoline in pounds, see Energy Information
Administration [EIA] 2007) and divide by 2205 to get metric tonnes. Resuit:
16,299,313 metric tonnes.

Step 2: Detennfne CO, emissions from fransit use:

A

Obtain gallons of fossil fuels used for transit propulsion: 811 million gallons. See
(APTA 2007a) -

Obtain kitowatt hours of electricity used for transit propulsion: 5,954 million kWh. See
(APTA 2007a)

Determine pounds of CO, emissions from a unit of fuel used. Method: multiply the
pounds of CO, emitted from each unit of fuel use times the amount of fuel used, for
diesel fuel 22.384 pounds per gallon, for electricity 1.341 pounds per kWh, etc. See
(EIA 2007), (EPA 2000), and (Natlonal Association of Fleet Administrators [NAFA]
2007)
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D. Calculate metric tonnes of CO. emissions. Method: Multiply appropriate amounts in
Line C by Line A or Line B to get pounds of CO; and convert pounds to metric
tonnes by dividing by 2205. Results: 8,699,958 metric tonnes of CO; from fossil
fuels 3,621,004 metric tonnes from electricity, and 12,320,964 metric tonnes {otal,

Step 3: Determine CO, Savings from Direct Substitution:

A. Subtract results of Step 2 from Step 1. Result: Transit saves 3,908,349 mefric tonnes
of CO; from direct substitution of translt riding for personal vehicle travel.

Step 4: Determine CO, Emissions Reduction from Transit Caused Congestion
Reduction:

A. Determine fuel savings by personal vehicles from cangestion reduction resulfing from
transit service. Resuit: 340 million gallons. See (TTI 2005)

B. Multiple amount on Line A by 19.564 pounds per gallon of gasoline and dived by
2205 to obtain metric tonnes. Result: 3,020,424 metric tonnes of CO, saved.

Step 5: Determine Total CO, Emissions Saved by Transit in 2005:

A. Sum Siep 3 and Step 4 results. Total savings are 6,928,773 metric tonnes.
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Appendix C
Average Household Carbon Footprint in the U.S.

nve

Electricity 8000 1 41,140 2,205
KWh
Natural Gas 91 | - 4 10,974 | 2,205 S
Auto 1048 19 20,390 2,205 12
Two cars .
o 27"

Carbon footprints in the LLS. far residentlal houssholds range from: 16-25 metric tonnes per year. This carbon footgrint is
based on a household that has two wage eamers and two automabiles.

This estimate of a household's carbon footprint assumes a Middle Atlantic home with 3-4
bedrooms and natural gas heating and central air conditioning. There are two
automobiles in the household that drive an average of 12,000 miles each per year.
Average MPG is 22.9 MPG, Carbon emissions are 19.2 pounds per gallon. This is then
divided by 2205 to arrive at the metric fonnes of carbon dioxide equivalent emissions.
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Appendix D

Measures and Metrics
Carbon Dioxide (CO;): CO: is the reference of comparison of all GHGs.

Carbon Dioxlde Equivalent (CDE): A melric measure used to compare the emissions
from GHGs based on their GWP. Carbon dioxide equivalents are usually expressed as
“million metric tons of carbon dioxide equivalents (MMTCDE)” or “million short tons of
carbon dioxide equivalents (MSTCDE)".

Carbon dioxide equivalent for a gas is determined by multiplying the tons of the gas by
the associated GWP. MMTCDE= (million metric tons of a gas) * (GWP of the gas).

For example, GWP for methane is 24.5, i.e., emissions of one million metric tons of
methane is equivalent to emissions of 24.5 million metric tons of carbon dioxide. Carbon
is used as the reference with other GHGs converted to carbon equivalents.

Conversion of carbon to carbon dioxide is achieved by multiplying carbon by 44/12
(the ratio of the molecular weight of carbon dioxide to carbon). (EPA)

Carbon Equivalent (CE) is a mefric measure used to compare the emissions of GHGs
based on their GWP. GHG emissions in the U.S. are commonly expressed as “million
metric tons of carbon equivalents" (MMTCE). GWPs are used to convert GHGs fo
carbon dioxide equivalents. Carbon dioxide equivalents are converted to carbon
equivalents by multiplying the carbon dioxide equivalents by 12/44 (the ratio of the
molecular weight of carbon to carbon dioxide). The formula to derive carbon equivalents
Is: MMTCE = (million metric tons of a gas) * (GWP of the gas) * (12/44) (EPA).
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